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AMMPvc   Self Adhesive Vinyl Matte 

PRODUCT OVERVIEW
Economical and permanent self-adhesive matte PVC vinyl film 
Curl free, waterfast and scratch resistant
Intended for use in both dye & UV pigmented ink aqueous based printers
High image definition material and excellent durability at a great price

PRODUCT SUGGESTED APPLICATION
Indoor/outdoor use
POP/POS displays 
Instruction plates
Posters
Graphics

PRODUCT SPECIFICATIONS
Caliper:   225 microns (9.0 mil)
Weight:   275g
Base material:              PVC
Surface:   Matte

PRINTING TIPS 
Suitable printing condition:  Temperature 15~30˚C (59~86˚F) / Humidity 30~60% Recommended p re and 
post heater settings are around 30˚C(86˚F). Lamination is optional. In o rder to protect the image from 
physical damage and to decrease image fading, overlaminates is recommended. Storage:  It is recommend
ed to store in the closed original packing in a cool and dry environment.  Temperature 10˚~25˚C (50˚~77˚F), 
Relative Humidity 50%. Shelf Life: One year stored in original package in recommended condition.

ASSISTANCE
Call us at 908-686-2200 or visit DDPMSC.com

Inks:           Aqueous (inkjet) / Dye
Width:          24” / 36” / 42” / 50” / 60” 
Length:         30m (100 ft)
Core:           3”


