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AMSPhoto10     M/P Premium Satin Photo Paper 250

PRODUCT OVERVIEW
Professional satin long lasting prints and color stability 
Excellent solution for quality conscious graphic designers and professional photographers alike
Proprietary microporous coating and opaque double sided true resin coated paper base
Achieve the color and print reproduction desired with an exceptionally fast dry time

PRODUCT SUGGESTED APPLICATION
Photo realistic prints, albums & frames
Posters
Billboards
Digital camera images
CD booklets
Indoor/outdoor posters & signage
Shop display
Exhibit

PRODUCT SPECIFICATIONS
Caliper:   241 microns (9.6 mil)
Weight:   241g
Base material:   RCP
Surface:   Satin

PRINTING TIPS
Dry time will vary depending on ink type. Dry time will vary depending on ink type. Lamination is optional. 
In order to protect the image from physical damage and to decrease image-fading, overlaminates are 
recommended. Storage: It is recommended to store in the closed original packing in a cool and dry 
environment  Temperature 10˚~25˚C (50˚~77˚F), Relative Humidity 50%. Shelf Life: One year sto red in 
original package in recommended condition.

ASSISTANCE
Call us at 908-686-2200 or visit www.ddpmsc.com

Inks:   Aqueous (inkjet) / Dye / Latex
Width:   24” / 36” / 42” / 44” / 50” / 60” 
Length:  30m (100 ft)
Core:   3”


